
INSTALL INSTRUCTIONS 40824

installation instructions

COMPONENT:  REAR LINK SKIDS

PART #: 48024

2024+ TOYOTA TACOMA

ONLY COMPATIBLE WITH TC REAR LINKS
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IMPORTANT

REQUIRED TOOLS

- Place vehicle securely on jack stands. Make sure the rear wheels are not contacting the ground.
Chock both front wheels of the vehicle to secure it from rolling back. Remove the rear wheels and
tires.

- Hammer - Tapered punch or line up tool
- Ratchet strap- 19mm wrench or socket - Dead Blow Hammer
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STEP 1
Jack up the rear of the vehicle, place two 
jack stands under the frame, remove the rear 
wheels and let the suspension fully extend so 
the weight of the vehicle is on the jack stands.  

STEP 2
Use 19mm wrench or socket to loosen the 
front lower link bolt (making sure to loosen 

STEP 3
Remove the bolt from the link mount making 
sure to not let the link swing down when the 
bolt is removed.

STEP 4
Install the new link skid from the front side of 
the link mount and if necessary, use a rubber 
mallet to tap it into place
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STEP 5
With the link skid in place, it may be necessary 
to use a ratchet strap to manipulate the rear 
axle into place in order for the bolt holes to 

STEP 6
Insert the bolt through the link skid, link 
mount, rear link, and through the back side. 

STEP 7
Spin the nut onto the bolt, then tighten the 
bolt head to 125 ft/lb. It is important that you 
tighten the bolt head not the nut because the 
nut has “stake” marks on it that allow it to bite 
into the mating material and not need to be 
held with a wrench. 
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STEP 8
Reinstall the wheels, take the vehicle off the 
jack stands and torque the lug nuts to factory 
specs.
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LINK SKID INSTALLATION IS COMPLETE! 

Call 951.737.9682 or email info@chaosfab.com

for install questions or customer service inquiries:


