
installation instructions

COMPONENT: UPPER CONTROL ARMS

2023-CURRENT CHEVY COLORADO
TRAIL BOSS, ZR2

2023-CURRENT GMC CANYON
AT4, ELEVATION, DENALI

NOT COMPATIBLE WITH: WT,LT OR Z71 TRIMS

PART #: 77523



INSTALL INSTRUCTIONS 77523

IMPORTANT

REQUIRED TOOLS

- Before starting install, make sure the vehicle is supported 
securely on jack stands. 

- The factory manual is recommended for removal and re-
installation of all factory components. 

- 3mm Allen
- 10mm wrench / socket
- 13mm wrench / socket
- 17mm wrench / socket
- 18mm wrench / socket
- 21mm wrench / socket
- 9/16” wrench / socket
- T15 torx

PART # DESCRIPTION QUANTITY

77508-L Upper A-Arm:  Left 1

77508-R Upper A-Arm:  Right 1

FK-REP-KIT 1” Uniball Stainless w/ PTFE Liner with Snap Ring (Pair) 1

100916 Hi-misalignment Spacer:  1”- 9/16” 2

10034-TCF Hi-misalignment Spacer:  1”- 3/4” - TCF 2

69000 Bushing Universal Half Kit - (8 qty) 1

68051 Inner Sleeve:  Upper A-Arm 4

10255 Bolt:  9/16” - 18 x 5.50” GRADE 8 (Zinc) 2

12203 Washer:  9/16” AN (gold zinc) 2

30008 Tapered Spindle Adapter:  9/16” ID 2

12204 Washer:  9/16” SAE (gold zinc) 2

11202 Nut:  9/16”- 18 C-lock (Zinc) 2

10016 Stud:   6mm x 1.00 x 16mm”L   Stainless Steel 4

11061 Nut:  6mm x 1.0 Hex Head - Flange  (Zinc) 4

10005 Zerk Fitting:  1/4”- 28 90 degree 5

69624 Washer:  Upper Arm 2 1/4” x 10 Ga x 9/16” ID 4

PART #: 77523

NOTE: The vehicle we did the installation on already had King shocks installed on it.

- Wire cutters
- Hammer
- 3/8” Wrench
- 13/16” wrench / socket
- 7/8” wrench / socket
- Drill
- 9/16” drill bit
- Blue Loctite



INSTALL INSTRUCTIONS 77523

STEP 1

STEP 2

Lay out all the parts from the UCA box on 
a bench and begin the assembly process 
of the new UCAs by using the provided 
grease to properly grease and install the 
provided bushings and inner sleeves, then 
thread in the zerk fittings and orient the 
fittings with the nipple facing towards the 
outside of the vehicle.

Using Loctite, install the provided 6mm 
studs into the threaded holes on the UCA 
using a 3mm Allen wrench. 



INSTALL INSTRUCTIONS 77523

STEP 3

STEP 4

Remove both 10mm bolts that secure the 
wiring to the upper control arm. Also use 
zip tie cutters to cut the factory zip ties 
securing the wiring to the upper control 
arm.

Using an 18mm wrench, loosen (but do 
not remove) the upper ball joint nut.

STEP 5
Use a hammer to strike the steering 
knuckle until the ball joint taper becomes 
free.



INSTALL INSTRUCTIONS 77523

STEP 6

STEP 7

(If applicable) use a 10mm wrench to 
remove the shock reservoir bracket from 
the frame. 

STEP 8
Use a 21mm socket to slightly loosen both 
upper control arm frame mount bolts.

Remove the 10mm bolt that holds the brake 
line to the frame near the rear upper control 
arm mount.



INSTALL INSTRUCTIONS 77523

STEP 9

STEP 10

Use a T15 Torx to remove the inner 
fenderwell liner, this will give better access 
to the three upper shock bolts

STEP 11
Use an 18mm to loosen and remove the 
tie rod nut.

Loosen and remove the two lower shock bolts.



INSTALL INSTRUCTIONS 77523

STEP 12

STEP 13

Use a hammer to strike the steering 
knuckle until the tie rod taper breaks free 
from the knuckle. 

STEP 14
Use a 10mm to remove the bracket at the 
top of the steering knuckle. 

Use a 9/16” to loosen the three upper shock 
bolts.
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STEP 15

STEP 16

With help from a friend, remove the upper 
ball joint nut, swing the upper control arm 
up, then remove the upper shock bolts 
and remove the shock from the vehicle.

STEP 17
Insert the supplied tapered adapter into 
the steering knuckle and use it as a guide 
for the 9/16” drill bit to drill through the 
smallest part of steering knuckles taper. 
There will only be a small amount of 
material removed from the knuckle. 

With the shock removed you will now have 
access the upper control arm frame nuts. Use 
a 21mm wrench and a 21mm socket to fully 
loosen and remove the upper control arm 
frame bolts, then remove the upper control 
arm.  
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STEP 18

STEP 19

Install the new, prepped upper control 
arm making sure to insert the provided 
washers on the outsides of the control 
arm (it may be necessary to tap these 
washers into place with a rubber hammer 
and/or punch), then re-install the factory 
upper control arm bolts and torque them 
to 115ft/lb.

STEP 20
Swing the upper control arm down and 
slide the lower misalignment spacer onto 
the top of the tapered adapter and insert 
the provided 9/16” bolt through the 
uniball assembly. On the bottom of the 
knuckle, use the SAE washer and C-lock 
nut. Torque the 9/16” bolt to 100 ft/lb 
using a 13/16” and 7/8” wrench. Make 
sure the misalignments are fully seated 
into the uniball before tightening the 9/16” 
bolt, failure to do so will cause damage to 
the misalignment spacer.

Reinstall the shock.
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STEP 21

STEP 22

Reattach the tie rod and torque it to 50 
ft/lb

STEP 23
Before attaching the wiring harness 
brackets to the upper control arm studs, 
use a pair of pliers to bend the locater on 
the stock bracket so it doesn’t contact 
the powder coated upper control arm. 
Using Loctite, attach the factory harness 
brackets to the new Total Chaos UCA with 
the provided 6mm flange nuts. 

Re-install the inner fenderwell with a t15 Torx.
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With the install complete double check all hardware is tight and take the vehicle to a reputable alignment 
shop for a front-end alignment. 

IMPORTANT
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CONGRATS! YOUR LCA’S ARE READY TO GO! 

Call 951.737.9682 or email info@chaosfab.com

for install questions or customer service inquiries:

- Re-torque all hardware after the first 500 miles. 

- An alignment will be required after installation is complete. 

- Re-greasing is required every 3,000-5,000 miles to maximize bushing life and keep noise down.


