
86524-EINSTALL INSTRUCTIONS

installation instructions

COMPONENT: LOWER CONTROL ARMS

2024-CURRENT TOYOTA TACOMA

PART #: 86524-E



INSTALL INSTRUCTIONS 86524-E

PART # DESCRIPTION QUANTITY

86524-E-L Lower A-Arm:  Left  - Stock Length -  Expedition Series 4130 1

86524-E-R Lower A-Arm:  Right  - Stock Length -  Expedition Series 4130 1

WSSX16T-1* 1” Uniball Stainless w/ PTFE Liner 2

30604* Snap Ring:  1” Uniball 2

60293 Bushing 1.25”ID 6

60685 Bushing 1.25”ID 2

68630 Inner Sleeve - Lower A-Arm 2

68631 Inner Sleeve - Lower A-Arm 2

10342 Bolt:  3/4”-16 x 4.25” Custom Misalignment Grade 8 2

11140 Nut:  14mm - 1.5 Flange Nylock (Zinc) 2

10034-C Hi-misalignment Spacer:  1”- 3/4” - CUSTOM 2

10034-TUN Hi-misalignment Spacer / Tapered Adapter:  Lower A-Arm  2

12304 Washer:  3/4” SAE (gold zinc) 2

11302 Nut:  3/4”- 16 C-lock (Zinc) 2

10005 Zerk Fitting:  1/4”- 28 90 degree 5

 *THESE PARTS ARE PRE-INSTALLED IN THE LCA
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IMPORTANT

REQUIRED TOOLS

- Before starting install, make sure the vehicle is supported securely on jack stands.

- The factory manual is recommended for removal and reinstallation of all factory components. 

•	 3/8” wrench 
•	 Ratchet 
•	 12mm socket 
•	 19mm wrench or socket 
•	 22mm wrench or socket 
•	 24mm wrench or socket 
•	 1 1/8” socket 
•	 5/8” Allen wrench 
•	 Mallet 
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STEP 1
Suspend the front of the vehicle with a jack, 

put jack stands securely under the frame rails 

and remove the front wheels

STEP 2
Remove the skid plate(s) with a 12mm socket 

STEP 3
Use a 19mm wrench or socket to loosen and remove the sway bar 

end link from the stock lower control arm. 

STEP 4
Use a 19mm wrench or socket to loosen 

and remove the 4 bolts that clamp the sway bar bushings to the 

frame, remove the sway bar from the vehicle.
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STEP 5
Use a 24mm wrench or socket to loosen 

(but not remove) 

the alignment cam bolts 

(you will need to loosen the nut side)

STEP 4

STEP 6
Use a 22mm wrench or socket to loosen 

(but not remove) the shock bolt
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STEP 7
Use a 22 mm wrench or socket to loosen 

and remove the two bolts that attach the ball joint cradle to 

the steering knuckle.

STEP 8
Slightly lift up on the lower control arm and slide out the shock 

bolt. 

STEP 9
At this point the lower control arm should be free hanging 

vertically from the two alignment cam bolts. 

Support the lower control arm and remove the alignment cam 

bolts. 

Remove the lower control arm from the vehicle.
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STEP 10
With the lower control arm off the vehicle and on the ground, 

remove the cotter pin and loosen the castle nut that holds the 

ball joint to the ball joint cradle

STEP 11
Either use a ball joint removal tool or a hammer to separate 

the ball joint cradle from the ball joint. If using a hammer 

strike the ball joint cradle until the ball joint releases from the 

cradle, then remove the nut and take off the cradle.
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STEP 12
Assemble the uniball hardware into the lower uniball (short 

misalignment spacer on top, tapered misalignment spacer on 

bottom, ball joint cradle slid onto the tapered misalignment, 

then the ¾ custom bolt slid through the entire assembly and 

through the ¾” SAE washer and into the c-lock nut) Make sure 

to use some anti seize on the bolt and c-lock nut threads. 

Torque the ¾” bolt to 110 ft/lb. 
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STEP 13
Use the provided grease and install the bushings and inner 

sleeves into the frame side pivots of the control arm
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STEP 14
Use a 3/8” wrench to install the zerk fittings into the control 

arm pivots. 

If possible, we recommend pumping some 
grease into the zerk fittings until some grease 
comes out the grease groves of the bushings. 
This ensures the bushings are fully greased. 

STEP 15
Make sure that there are no sharp edges in the frame pockets 

where the bushings ride to ensure that the bushings are riding 

on smooth surfaces

Apply a small amount of grease on the inside 
of the frame pocket where the bushing will 
be riding.

STEP 16
Install the TC lower control arm into the frame pockets and 

install the alignment cam bolts through the frame and new 

lower control arm t
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STEP 17
then install the nuts (note that the front alignment cam bolt 

has the cam facing up and the rear bolt has the cam facing 

down). 

Tighten the cam bolts to 200 ft/lb. We recommend centering 

the alignment cams then bringing the vehicle immediately 

to an alignment shop to align the vehicle when the install is 

complete.  

STEP 18
The lower control arm should be hanging vertically. Pivot the 

control arm up and connect the shock to the control arm using 

the factory shock bolt. Tighten the shock bolt to 120 ft/lb 

STEP 19
The arm should now be hanging horizontally on the shock 

bolt. Line up the ball joint cradle holes with the corresponding 

steering knuckle holes and reinstall the cradle bolts. Tighten 

the cradle bolts to 190 ft/lb. 
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STEP 20
Reinstall the sway bar onto the frame and attach the sway 

bar end link into the tabs on the new lower control arm using 

the factory sway bar end link bolt and provided 14mm flange 

nylock nut. Tighten the sway bar hardware to 105 ft/lb

STEP 21
Reinstall the skid plate. 
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CONGRATS! YOUR LCA’s ARE READY TO GO! 

Call 951.737.9682 or email info@chaosfab.com

for install questions or customer service inquiries:

- Re-torque all hardware after the first 500 miles. 

- Re-greasing is required every 3,000-5,000 miles to maximize bushing life and keep noise down.
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