
installation instructions

COMPONENT: LOWER CONTROL ARMS
2016-CURRENT TOYOTA HILUX REVO

PART #: 86575-E-16HLX-NSS
PART #: 86575-E-16HLX



INSTALL INSTRUCTIONS 86575-E-16HLX

IMPORTANTREQUIRED TOOLS

- Before starting install, make sure the vehicle is supported 
securely on jack stands. 

- The factory manual is recommended for removal and re-
installation of all factory components. 

- 19mm, 22mm & 24mm wrench

- Hammer

- Needle nose pliers

- Dead blow hammer

- Grease gun

PART # DESCRIPTION QUANTITY

86574-L-NSS Lower A-Arm:  Left - Stock Length - Revo Expedition Series 4130 1

86574-R-NSS Lower A-Arm:  Right - Stock Length - Revo Expedition Series 4130 1

WSSX16T-1 1” Uniball Stainless w/ PTFE Liner 2

30604 Snap Ring: 1” Uniball 2

B-40535 Bushing & Inner Sleeve Kit 1

10005 Zerk Fitting: 1/4”-28 90 degrees 5

H-LT-TAC Hardware Kit 1

- 3/8 wrench

PART # DESCRIPTION QUANTITY

86574-L Lower A-Arm:  Left - Stock Length - Revo Expedition Series 4130 1

86574-R Lower A-Arm:  Right - Stock Length - Revo Expedition Series 4130 1

WSSX16T-1 1” Uniball Stainless w/ PTFE Liner 2

30604 Snap Ring: 1” Uniball 2

B-40535 Bushing & Inner Sleeve Kit 1

10005 Zerk Fitting: 1/4”-28 90 degrees 5

H-LT-TAC Hardware Kit 1

10025 1/2”-20 x 2.50” Grade 8 (Zinc) 2

12003 1/2” AN (gold zinc) 2

PART #: 86575-E-16HLX-NSS

PART #: 86575-E-16HLX



INSTALL INSTRUCTIONS 86575-E-16HLX

STEP 1

STEP 2

STEP 3

Loosen and remove the 2 ball joint cradle 
bolts using a 19mm. 

Use a 22mm to loosen but not remove the 2 
bolts that hold the lower control arm to the 

Use a 19mm to loosen the lower shock bolt.



INSTALL INSTRUCTIONS 86575-E-16HLX

STEP 4

STEP 5

STEP 6

With the lower control arm frame side bolts 
loose, you can remove the lower shock bolt 
while supporting the control arm. When the 
bolt is removed you can lower the control arm 
down and it will hang from the frame bolts. 

With the control arm on the ground or bench 
remove the lower ball joint cotter pin and use 
a 24mm wrench or socket to remove the castle 
nut.

Remove the control arm bolts and remove the 
control arm from the vehicle.



INSTALL INSTRUCTIONS 86575-E-16HLX

STEP 7
Either use a ball joint puller or a hammer to 
strike the lower ball joint cradle until the cradle 
separates from the ball joint taper.  

STEP 8

When installing the new misalignment spacers, 
put some anti-seize on the spacers to make sure 
the spacers never become stuck in the uniball 
bore.



INSTALL INSTRUCTIONS 86575-E-16HLX

STEP 9
Insert the short spacer in the top of the uniball. 

STEP 10
Insert the tall spacer in the bottom of 
the uniball with the tapered section 
facing down.

NOTE: The lower control arm is upside 
down in the picture. 



INSTALL INSTRUCTIONS 86575-E-16HLX

STEP 11
Insert the tapered section into the ball joint 
cradle and use the new 5/8” hardware to hold 
the uniball and ball joint cradle together.

NOTE: The lower control arm is upside down in 
the picture. 



INSTALL INSTRUCTIONS 86575-E-16HLX

STEP 12

STEP 13

When installing the zerk fittings, it 
may be necessary to use a knife or 
sharp object to clean out the top of 
the threaded hole so the ¼”-28 NTP 
threads will catch. When tightening the 
zerk, DO NOT try and tighten the zerk 
to the bottom of the thread. It is only 
necessary to turn the zerk until it gets
snug. Then rotate as far as necessary 
to make the fitting accessible for a 
grease gun.

Grease and install the new bushings and 
inner sleeves.



INSTALL INSTRUCTIONS 86575-E-16HLX

Grease the control arm pockets where 
the bushings will pivot.

STEP 14



INSTALL INSTRUCTIONS 86575-E-16HLX

Install the lower control arm onto the vehicle 
and insert the LCA cam bolt hardware.

It may be necessary to use a Crecent wrench 
to slightly open the pockets of the frame 
where the lower control arm mounts to ease 
installation.
 

STEP 15



INSTALL INSTRUCTIONS 86575-E-16HLX

Swing the LCA up to the shock rod end 
and insert the lower shock bolt. Tighten 
nut to factory spec. 

Now the arm will be hanging in place 
and you can set the steering knuckle 
down onto the ball joint cradle. Line up 
and reinstall the two bolts that connect 
the ball joint cradle to the steering 
knuckle. 

NOTE: Start these by hand. The threads 
in the knuckle are aluminum making 
them more prone to galling. Once 
started, tighten bolts to factory spec. 

STEP 16

STEP 17

Tighten the lower shock bolt to 80ft/lb

Tighten the lower control arm cam bolts to 130ft/lb (keep in mind the vehicle will need an alignment after the install).

With the install complete double check all hardware is tight and take the vehicle to a reputable alignment shop for a 
front-end alignment. 

IMPORTANT



INSTALL INSTRUCTIONS 86575-E-16HLX

CONGRATS! YOUR LCA’S ARE READY TO GO! 

Call 951.737.9682 or email info@chaosfab.com

for install questions or customer service inquiries:

- Re-torque all hardware after the first 500 miles. 

- An alignment will be required after installation is complete. 

- Re-greasing is required every 3,000-5,000 miles to maximize bushing life and keep noise down.


