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FACTORY BOLT
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UPPER A-ARM / SHOCK BRACKET
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SPINDLE

TORQUE 
BOLT TO 100 
FT/LBS.

ALL BOLTS MUST BE ASSEMBLED 
USING HIGH STRENGTH THREADLOCKER 
OR HARDWARE MAY COME LOOSE!

*SWAY-A-WAY SHOCK 
MOUNT SHOWN 

Lower spacer is taller

Upper spacer is shorter

IMPORTANT NOTE:
During assembly, upper & 
lower spacers are specific. 

Failure to follow these 
instructions will result in 

damage of all components.

ZIP TIE THE BRAKE 
LINE TO THIS AREA 
OF THE SPINDLE

FACTORY NUT

scott
Text Box
Factory Pivot Thru Bolt
Torque to 87 ft/lbs.
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FACTORY CASTLE
NUT WITH NEW

COTTER KEY

23

FACTORY CASTLE
NUT WITH NEW

COTTER KEY

**FACE**
SEE ITEM 25

ITEM #25: WELD AS SHOWN INLINE
WITH REAR LOWER A-ARM SHOCK
TAB FACE. SEE NOTE ON PAGE 6

LOWER ARM
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BALL JOINT/
STEERING ARM
Grind off the 
steering stop on 
lower balljoints.

FACTORY BOLTS

*IMPORTANT
SEE NOTE ON
PAGE 6

FACTORY 
HARDWARE

4WD TRUCKS 
CANNOT BE 
DRIVEN WITHOUT 
AXLES INSTALLED!

FACTORY 
JAM NUT

25



BUMP STOP & LIMIT STRAP
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SPACERS HAVE (F) FOR
FRONT & (R) FOR REAR
SEE NOTE THIS PAGE
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SEE NOTE
THIS PAGE

SEE NOTE
THIS PAGE
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NOTE:
THE FACTORY BUMP STOPS NOW  THREAD INTO
THE FRAME. TOTAL CHAOS HAS SUPPLIED THE 
PROPER DRILL BIT AND TAP (ITEM 32 & 33) FOR 
THIS OPERATION. THE CENTER FOR THESE 
TAPPED HOLES IS WHERE THE BUMP STOP USED 
TO HIT THE FRAME IN THE STOCK POSITION. THE 
BUMP STOPS AND SPACERS (ITEMS 27 & 28) HAVE 
(F) & (R) REFERENCE MARKERS. (F) IS FOR THE 
FRONT AND (R) IS FOR THE REAR.

FACTORY BUMP STOPS
HAVE (F) FOR FRONT
& (R) FOR REAR
SEE NOTE THIS PAGE





Please note for 96000-B: 

 

 

If installing a 96000-B kit, make sure the lower control arms are 

mounted with the lower arm skid plate and holes in the front of 

the arm.  

 




